
Alüm™ Hook-On has a sealed ceiling design with 
customisable sizes. The panel is hooked tightly on a Z-
shaped carrier to hide the suspension in the ceiling and it 
is installed with a security clip to help with impact 
resistance. Additionally, the panels come in multiple 
perforation patterns and designs which achieve various 
practical and visual effects. 

Technical Specifications

TM and          © Alüm™ All Rights Reserved

Alüm™ 
Hook-On

Structure Hook-On Panel, Z Carrier Hanger, 50mmH Z Carrier, 38mmH Main Channel, 
Security Clip

Material 1100 Aluminium Alloy

Finishing Powder Coating, PVDF Powder Coating, PVDF Paint, Veneer Print

Panel Dimensions 600 x 600mm, 600 x 1200mm, Customisable

Panel Thickness 1.0mm - 3.0mm

Perforation Pattern 1 V 5/2.5/1.8

Perforation Pattern 2 E 5/5/2.5

Perforation Pattern 3 E 8/8/3

Antimicrobial JIS Z 2801 = Pass

Fire Classification EN 13501-1 = Class A2 s1, d0

Acoustic Test Configuration Perforation V 5/2.5/1.8 with Insulation & Air Gap

Weighted Absorption (αw) ISO 11654 = 1.00, Class A

Noise Reduction Coefficient (NRC) ASTM C423 = 1.00
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