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Alim™ U Linear uses either a concealed suspension or
an open suspension system, with two variations for
installation; the open type (84mm) and the close type
(84mm + 16mm). Using a linear aluminium ceiling system
ensures modern and sleek designs,
configurations, easy installation and maintenance, and

customisation options.

Technical Specifications
Structure

Material

Finishing

Panel Width

Panel Thickness
Perforation Pattern 1
Perforation Pattern 2
Perforation Pattern 3
Antimicrobial

Windproof

Fire Classification
Acoustic Test Configuration
Weighted Absorption (aw)

Noise Reduction Coefficient (NRC)
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I1SO 354, Type E-400 with Insulation

Installation
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versatile

Sound Absorption (a)

o
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315

1/3 Octave Band Center Frequency (Hz)

1250 5000

Section View

U-type Linear Ceiling, U-Carrier, 38mmH Main Carrier, 26mmH Common Hanger,

Hanger of 38mmH Main Carrier

1100 Aluminium Alloy

Powder Coating, PVDF Powder Coating, PVDF Paint, Veneer Print

84mm or 84 + 16mm

0.75mm - 1.10mm

V 5/2.5/1.8

E 5/5/2.5

E 8/8/3

JIS Z 2801 = Pass

No

EN 13501-1 = Class A2 s1, dO

Perforation V 5/2.5/1.8 with Insulation & Air Gap
ISO 11654 = 1.00, Class A

ASTM C423 = 1.00
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